
Microcat	37SMP(IMP)	ODO	
SBE	63		





Presens	technology		
(Ruthenium	based)	
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ConfiguraCon	
•  SetFormat=1	

x=1:	Raw	phase	delay	and	thermistor	voltage,	converted	
oxygen	and	temperature	(no	units),	for	compaCbility	with	
Argo	CTD,	SeaCATs	(16plus	V2,	16plus-IM	V2,	19plus	V2),	and	
SBE	37	MicroCATs	(SMP-ODO,	IMP-ODO).	Default.	

•  Example:	
–  16.411	=	raw	phase	delay	
–  0.550736	=	raw	thermistor	voltage	
–  5.980	=	converted	oxygen	in	ml/l	
–  25.0011	=	temperature	in	deg	C	

•  iiOutputOx=1	



SBE	63	DriZ	vs	Optode	Aanderaa	
•  SBE63	:<1	µmol	kg-1	per	100	000	samples	@	20°C	
•  Aanderaa	:	ExponenCal	decrease	
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ANTARES	Time	series	
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What	should	we	do	?	



MEUST	-	EMSO	
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MEUST	-	EMSO	
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MEUST	-	EMSO	
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MEUST	-	EMSO	
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LION	350	m	
<TAU20>5.000000e+00</TAU20>	

<NTAU>4.000000e+00</NTAU>	
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LION	2000m	
<TAU20>4.000000e+00</TAU20>	
<NTAU>1.000000e+00</NTAU>	
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DYFAMED	350	m	
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DYFAMED	2000	m	
<TAU20>5.000000e+00</TAU20>	
<NTAU>4.000000e+00</NTAU>	
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Data	acquisiCon	CTD	
Sensors	@	2	depths	(5	and	2000	m)		
30-45	mins	

Microcat	mounted	on	CTD	caroussel	

Pre/post	Deployment	setup	
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Data	acquisiCon	CTD	
Sensors	@	2	depths	(5	and	2000	m)		
30-45	mins	

Microcat	mounted	on	CTD	caroussel	

Pressure	

Salinity	

Pre/post	Deployment	setup	
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Data	acquisiCon	CTD	
Sensors	@	2	depths	(5	and	2000	m)		
30-45	mins	

Microcat	mounted	on	CTD	caroussel	

Pressure	

Oxygen	

Pre/post	Deployment	setup	


